
BC184 RANGE

product  prof i le

T Y P I C A L  A P P L I C AT I O N S :

Combined Heat & Power

Parallel Operation

Base Load Prime

Standby

Rental

Telecommunication

Marine/Offshore

3 Phase Ratings for STAMFORD BC184 Generators

50Hz (1500 rpm)

Rating/Ambient

Application/Temp
Rise

Voltage
BCI 184E  kVA

kW
BCI 184F kVA

kW
BCI 184G kVA

kW
BCI 184H kVA

kW
BCI 184J kVA

kW

Base 40ºC

Continuous
125ºC

Peak 40ºC

Standby 150ºC

Peak 27ºC

Standby 163ºC

Base 40ºC

Continuous
125ºC

Peak 40ºC

Standby 150ºC

Peak 27ºC

Standby 163ºC

60Hz (1800 rpm)

22.5

18.0

27.5

22.0

31.3

25.0

37.5

30.0

40.0

32.0

22.5

18.0

27.5

22.0

31.3

25.0

37.5

30.0

42.5

34.0

22.5

18.0

27.5

22.0

31.3

25.0

37.5

30.0

40.0

32.0

NA

NA

29.0

23.2

32.5

26.0

39.0

31.2

41.5

33.2

NA

NA

29.0

23.2

32.5

26.0

39.0

31.2

44.0

35.2

NA

NA

29.0

23.2

32.5

26.0

39.0

31.2

41.5

33.2

NA

NA

30.0

24.0

33.0

26.4

40.0

32.0

42.5

34.0

NA

NA

30.0

24.0

33.0

26.4

40.0

32.0

45.0

36.0

NA

NA

30.0

24.0

33.0

26.4

40.0

32.0

42.5

34.0

27.5

22.0

32.5

26.0

35.0

28.0

44.3

35.4

47.3

37.8

28.8

23.0

34.4

27.5

37.5

30.0

46.9

37.5

50.0

40.0

30.0

24.0

35.0

28.0

37.5

30.0

46.9

37.5

50.0

40.0

NA

NA

33.8

27.0

36.3

29.0

45.9

36.7

49.2

39.4

NA

NA

35.0

28.0

38.3

31.0

48.5

38.8

52.0

41.6

NA

NA

37.5

30.0

38.8

31.0

48.5

38.8

52.0

41.6

NA

NA

34.4

27.5

36.9

29.5

47.3

37.8

50.6

40.5

NA

NA

35.6

28.5

40.0

32.0

50.0

40.0

53.5

42.8

NA

NA

38.8

31.0

40.0

32.0

50.0

40.0

53.5

42.8

380 400 415 380 400 415 380 400 415 416 440 480 416 440 480 416 440 480

1 Phase Ratings for STAMFORD BC184 Generators

50Hz (1500 rpm)

Rating/Ambient

Application/Temp

Rise

Voltage

BCI 184E  kVA
kW

BCI 184F kVA
kW

BCI 184G kVA
kW

BCI 184H kVA
kW

BCI 184J kVA
kW

Base 40ºC

Continuous
125ºC

Peak 40ºC

Standby 150ºC

Peak 27ºC

Standby 163ºC

Base 40ºC

Continuous
125ºC

Peak 40ºC

Standby 150ºC

Peak 27ºC

Standby 163ºC

60Hz (1800 rpm)

13.0

10.4

16.0

12.8

18.1

14.5

21.7

17.4

23.2

18.6

13.0

10.4

16.0

12.8

18.1

14.5

21.7

17.4

23.2

18.6

13.0

10.4

16.0

12.8

18.1

14.5

21.7

17.4

23.2

18.6

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

14.6

11.7

17.2

13.8

18.7

15.0

23.6

18.9

25.0

20.0

15.3

12.2

18.0

14.4

19.5

15.6

24.6

19.7

26.3

21.0

16.0

12.8

18.8

15.0

20.3

16.2

25.7

20.6

27.4

21.9

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

220 230 240 220 230 240 220 230 240 220 230 240 220 230 240 220 230 240
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Standard Winding (311)
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